CASAR 6X36 COMPACTED

- Proven and reliable rope construction
- According to EN12385-5
- Available in galvanized and bright
- Available in ordinary (regular) lay or langs lay
- Available with either fiber core or WRC
- Fully lubricated

**PROPERTIES**

- Nominal
- Lubricated
- Compacted

**APPLICATIONS**
The compacted 6x36 standard rope design is a proven and reliable rope with a wide range of applications.

**Table:**

<table>
<thead>
<tr>
<th>Nominal Diameter</th>
<th>Metallic Area</th>
<th>Weight</th>
<th>1770 N/mm²</th>
<th>1960 N/mm²</th>
<th>Minimum Breaking Force</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>mm / Inch</strong></td>
<td><strong>m² / in²</strong></td>
<td><strong>kg/m</strong></td>
<td><strong>kg/ft</strong></td>
<td><strong>kg/m</strong></td>
<td><strong>kg/ft</strong></td>
</tr>
<tr>
<td>20</td>
<td>0.2520</td>
<td>0.773</td>
<td>7.20</td>
<td>2.44</td>
<td>2020</td>
</tr>
<tr>
<td>22</td>
<td>0.3595</td>
<td>1.140</td>
<td>2.10</td>
<td>1.41</td>
<td>4880</td>
</tr>
<tr>
<td>24</td>
<td>0.4572</td>
<td>1.517</td>
<td>1.60</td>
<td>1.17</td>
<td>6120</td>
</tr>
<tr>
<td>25</td>
<td>0.5463</td>
<td>2.188</td>
<td>2.70</td>
<td>1.81</td>
<td>5100</td>
</tr>
<tr>
<td>26</td>
<td>0.6355</td>
<td>3.030</td>
<td>3.30</td>
<td>2.22</td>
<td>6280</td>
</tr>
<tr>
<td>28</td>
<td>0.7247</td>
<td>4.012</td>
<td>4.30</td>
<td>3.39</td>
<td>8190</td>
</tr>
<tr>
<td>30</td>
<td>0.8139</td>
<td>5.103</td>
<td>5.50</td>
<td>4.50</td>
<td>11700</td>
</tr>
<tr>
<td>32</td>
<td>0.9031</td>
<td>6.395</td>
<td>7.20</td>
<td>6.41</td>
<td>16000</td>
</tr>
<tr>
<td>34</td>
<td>1.0023</td>
<td>7.887</td>
<td>10.00</td>
<td>9.41</td>
<td>22700</td>
</tr>
<tr>
<td>38</td>
<td>1.4137</td>
<td>12.369</td>
<td>15.50</td>
<td>15.63</td>
<td>35600</td>
</tr>
<tr>
<td>40</td>
<td>1.8251</td>
<td>19.360</td>
<td>22.00</td>
<td>22.23</td>
<td>54900</td>
</tr>
</tbody>
</table>

Note: Product specifications are subject to change. Actual selection and use is subject to the discretion of the user. The above table is provided for reference only and should not be used for engineering purposes. For specific requirements, please consult the manufacturer directly.